T, A. EDISON. 
PHONOGRAPH REPRODUOCER. 
APPLIOATION FILED OCT. 28, 1909. 


1,099,846. Patented June 9, 1914. 


_ its 
M, i ba $e LEWMOt, 


fa oe - | We Mi . 


or 


1 


Co 


freedom of movement, - 


15 


2 


=) 


2 


ao 


30. 


. erum for the latter, the codperating surfaces 


- of the pivot member, which latter is- prefer- 


a 


3 


1,099,346, - 


time the lever may rock in a transverse di- 


‘and owing to the character of the record 
. Brooves generally. Accordingly, I provide 
} asmember which bears upon the upper sur- 


lever is formed on its upper side with a con- 


‘to the accompanying drawings, “illustrating 
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To all whom it may concern: 

Be it known that I, Tuomas A. EDIson, a 
citizen of the United States, and a resident 
of Llewellyn Park, West. Orange, county of 
Essex, and State of New Jersey, -have made 
a certain new and useful Invention in Phono- 
graph-Reproducers, of which the following 
ig a description. Bo Bip UN eg 

My invention -relates. t honograph re- 
producers, and has for: its object the provi- 
sion of an improved mounting for the stylus 
lever in order thatthe same may have great 
in. tracking the 
grooves of the sound -record:. 

More particularly, the object of my inven- 
tion is to provide a mounting for the stylus 
lever whereby the latter may rock in its own. 
vertical plane about a pivot as the stylus 
tracks the record groove while at the same 


rection to enable the stylus to follow the 
contour of the record groove with greater 
facility. .The requirement of great facility 
of movement of the stylus lever both in a 
direction parallel to and transverse to the 
record groove, is particularly important in 
the case of a record having two hundred 
threads or a greater number of threads per 
inch, owing to the thin- walls between the 
record grooves which might be broken down 
or jumped across by a stylus, the parts mov- 
ing with which have considerable inertia, 


face of the stylus lever to constitute a ful- 


of the pivot member and the lever being so 
formed as to permit a limited rolling move- 
ment between the same in a plane transverse 
to the stylus lever. Preferably,- the stylus 


vexed surface codperating with the surface 


ably mounted for rotation to reduce friction. 
Other objects of my invention ‘are the 
provision of improved details of construc: 
tion and the combination of parts, 
In drder that my invention'‘may be more 
clearly xinderstood, reference is hereby made 


a preferred form thereof, in which 
Figure 1. is a central vertical section 


through a reproducer equipped with my in- 1 
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vention. Fig. 2 is a bottom 


and Figs. 3 and 4 represent in perspective 


the rotatable pivot member and stylus lever 


adapted to coact therewith. ° 
Referring to the drawings, the usual sound 


box 1 is provided with diaphragm 2 which | 


is clamped between gaskets 3, the whole be- 
ing held in place by ring. 4 which is threaded 
within flange 5 of sound box 1 in the usual 
manner. Floating weight 6 is pivoted at 7 
to block 8 which is supported from flange 5 
by pin’ or screw 9, as is common, Stylus 
lever 10 carries stylus 11; the lever being 
connected to diaphragm 2. by link 12, the 


lever being supported from’ floating weight 


6 when stylus 11 is not in contact with the 
record ‘by means of stirrup 18 encircling 
lever 10, lever 10 being provided on its lower 


surface with a groove 14 for the reception of 


the stirrup. The upper surface of stylus 
lever 10 is preferably convexed in a direc- 
tion transverse to the length or the median 
plane of the stylus lever as shown -at 15. 
Disk 16, which is supported by pin 17 is 
mounted in slot 18 in floating weight 6 di- 
rectly above surface 15 of lever 10. Pin 17 
is rotatably mounted in suitable holes in. the 
floating weight on each side of slot 18, so 
that disk 16 is free to rotate about an axis 
substantially parallel to the length or longi- 
tudinal axis of the lever and in a plane ap- 
proximately vertical. Floating weight 6 is 


provided with the usual screw 19, the end of ' 


which is supported within stirrup: 20. de- 
pending from flange 5 of the reproducer to 
imit the downward movement of the float- 
ing weight. . Before screwing pin 19 into 
place, pivot member 16 may be placed in po- 
sition within i 
thereafter pushed ‘through the hole designed 


‘for the reception of screw 19 into position 


to support member 16. Member. 16 1s -pref- 
erably provided on its lower surface with 
notch 21 which affords a plane surface to co- 
operate with convex surface 15 of lever 10, 
the shoulders of the notch servin _to limit 
the rotation of the disk 16 and likewise the 


lateral rocking movement of lever 10, since. 
surface 15 of the lever tends to bind when aA as 
it comes into contact with either shoulder 


of notch 21. « 


The result of the construction above de- 


view thereof, 
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its slot 18 and support 17— 


scribed. .is'that, when stylus 11 engages the: . 


record, lever 10, after moving out of engage- 


10. 


ing this: 
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ment. with the stirrup 18, rocks upon sur- 


face 21 as a pivot in a vertical plane. as 
stylus 11 tracks 
lever 10 is free to rock through a limited 
arc in a plane transverse to its length, the 
rotatable mounting of member 16 permittin 

rotation of:said member by the lever 10 and 
thereby reducing friction to a minimum dur- 
movement of the lever. 
may. algo oscillate through a limited are in 
a plane substantially parallel with dia- 


' phragm 2,. although during this movement, 
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ght 
‘center the stylus lever: ~ 


the rotation of member 16 is not brought 
into play. The tail of lever 10 rests within 
a V-shaped stirrup 22 depending from float- 
ing weight 6, this stirrup tending to properly 

It is obvious that, if desired, the curved 
periphery of member 16 might be used to 
cddperate with surface 15 of lever 10; leav- 
jng out notch 21, or if the periphery of ‘disk 


16 was so used, it.might be tapered into a V- 


shape in order to give a more nearly knife 
edge to act as. upper pivot for the vertical 
oscillation of the lever, or the surface o 
notch 21 might be so tapered. It is further- 


‘more obvious that, if desired, surface 15 of 


lever 10 co-acting with plane surface 21 of 
member 16. might be convexly curved in all 
directions, instead’ of merely being curved 
-eonvexly transverse to the stylus lever as 
shown. That is, surface 15 instead of being 
curved as a cylinder, could be curved as a 


globe, if desired, to facilitate the rocking of 
: ‘ 


e same. However, such a construction is. 
_not commercially as practicable as that 


shown. ° 

Having now described my invention, what 
I claim and desire to protect by Letters Pat- 
ent is as follows: ae 

1. In a. phonograph reproducer, the com- 
hragm and a, floating 
weight, of a stylus lever, a connection be- 
tween said lever and said diaphragm, 
pivot, for said lever supported by said 
weight, said pivot consisting of a member 
adapted ‘to be oscillated ‘by said lever about 
-an axis extending dg peered of said 
lever, substantially .as escribed.  . 
2, Ina phonograph reproducer, the com- 
bination of vibratory means, a stylus lever, a 
stylus carried by said lever, means connect- 
ing said lever. to said vibratory means 
means for supporting said lever when sai 
stylus is not in engagement with a record, 
said supporting means. being inoperative 
stylus is in engagement with a 
and a member contacting said lever 


record, 


and serving as a fulcrum for the latter when | 


the stylus engages a record, said lever hav- 
ing rocking and rolling engagement with 
said member, substantially as described. 

3. In a phonograph reproducer, the com- 
bination with the diaphragm and the float- 
ing weight, of a stylus lever, a stylus carried 


the record groove. . Also, 


Lever 10. 


‘bination o 


and a | ‘thereby, a diaphragm, a connection. betweerr 


“means for 
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thereby, a connection between said lever and ~~ 
diaphragm, and a pivot for said lever se- 
cured in said weight, said pivot consistin 
of a member adapted to be rotated by sai 
lever in a plane crossing the median plane 


-of said lever, and contacting a surface of: 


said lever when the stylus engages @ record, 
substantially. ‘as described. a 

4, In a phonograph reproducer, the com- 
bination of a stylus lever, » stylus carried 
thereby, supporting. means, and a member 
mounted in said supporting- means contuct- 
ing the upper surface of said lever and serv- 
ing as a fulcrum for the latter when ‘the 
stylus engages the record, said lever having 
rocking engagement. with said member: in... ° 
its own ‘vertical plane and rolling engoge- — 
ment with said member whereby the latter. 
is movable in a plane transverse to said ver-. 
tical plane, substantially as described. 

5. In a phonograph reproducer, the com- 
bination of a stylus lever, a stylus carried 
thereby, a diaphragm, a connection between 
said diaphragm and said lever, and a.mem- 
ber acting as a fulcrum for said lever and 
adapted to be oscillated laterally: thereby,’ 
said lever and member having contacting . 
surfaces one of which is plane and the other 
convexed, substantially as described. 

6. In a phonograph reproducer, the com- 
bination of a stylus lever and stylus carried 
thereby, a diaphragm, @ connection between, 
the same and said lever, supporting means, _ 

a member rotatably mounted in said means 
eontacting the upper surface of said lever 100 
and serving as fulcrum for the latter when 

the stylus engages a record, said member be- 

ing adapted to be rotated by said lever, 
means for supporting said lever when not 
engaging # record, and means for centering’ 105 
said lever, substantially. as described. oar 

7, In a phonograph reproducer, the com- 

F a stylus lever and stylus carried 


~~ 


5 


the same and said lever, supporting means, 
a member mounted to rotate:in said means in. 


-g plane transverse to said lever, said mem- 


ber having a surface contacting the upper 
surface of said lever and serving as fulcrum 
for the latter when the stylus engages a rec-- 
ord, and carrying means for limiting -the 
amount: of rotation of said member when in. 
contact with said lever surface, substantially 


‘as described. 


- 8, In a phonograph reproducer, the com- 
bination of a stylus lever, a stylus carried _ 
thereby, a diaphragm, a connection, between . 
the same and said lever, supporting means, - 
9 member rotatably mounted in said means 
contacting the upper surface of said lever 
and serving as a fulcrum for the latter when 
the stylus. engages: record, said means be- 
ing adapted te be rotated by said lever, and © 
supporting said lever when not 


engaging a record, substantially as described. 180 
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9. In a phonograph reproducer, the com- 
bination of vibratory means, a ‘stylus lever, 
a stylus carried by said lever, means con- 
necting said lever to said vibratory means, 
means for supporting said lever when said 
stylus is not in engagement with a record, 


‘said supporting’ means being inoperative 


when said stylus is in engagement with the 
record, and a member contacting said léver 
and serving as a fulcrum for the latter when 
the stylus engages the record, said lever hay- 
ing rocking engagement with said member 
in a plane passing through the latter and 
through the longitudinal axis of said lever 
and having rolling engagement with said 


member in a direction transverse to said’ 
lever, substantially as described. 


10. In a phonograph reproducer, the com- 


& 


bination of vibratory means, a stylus lever, 
a stylus carried thereby, means connecting 
said lever to said vibratory means, and a 
member contacting the upper surface of said 
lever and serving as a fulcrum for the latter 
when the stylus engages a record, said lever 
having rocking and rolling engagement with 
said member in planes at an angle to each 
other and to said diaphragm -and oscilla- 
tory movement with respect to said member 
in a direction substantially parallel to said 
diaphragm, substantially as described. 

This specification signed and witnessed 
this 26th day of October 1909. 

THOS. A. EDISON. 

Witnesses: ; 
Dyer Surrn, 
Joun M. Canrinrp, 
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